
TITLE 11 . CHAPTER 5 - IMPROVEMENTS
SECTION:
I 1-5-3: Street Improvements

C Improvement Standards:
7. Sheets in hillside areas shall be constuctedto$Jbi49=Qrylepmg-.l$-l!4dar4L (A-ptrdpd 94 ?"OQi,-
894-0,12-6-2005)

L. Winding Mountain Streets:
O. Dead End Streets: The arrangement of streets shall provide for the continuation ofprincipal streets between
adjacent properties when such continuation is in accordance with tle master plan. If the adjacent property is
undeveloped and the street must be a dead end street temporarily, the right ofway shall be extended to the property
line and a temporary turnaround shall be provided. Washington County Standard Specifications for Design and
Construction have six hundred feet (600') maximum cul-de-sacs. Dead end steets shall be avoided and dead end
steets ofmore than one thousand six hundred feet (1,600') shall require county commission approval.
P. Inspection And Recommendation For Approval: The inspection and written recommendation for approval of
county roads and streets shall be cone by the county public works director's office. Final acceptance for dedication
and aftergg=O] yeal tgr qa_rn19ryq99, !b,41_bS!y th9 goq4ty CS$fni!!to_4 &llSy!4e e tqyg_r4!!g !99_oq!gt94q4!i9! .
from the county public works director's office.
SECTION
1l-54: Fire Flow And Line Size Standards:

A. Compliance With Fire Code: All fire flow and line size standards shall oonform to the International Fire Codg -
including all appendixes.
F. Fire Hydrant Specification:

l. All fre hydrants shall have one{1in9l andtwq(!),?f1qt9,4 o,Wl919 W$ NU tbtg4$,
4. All parts of the hydrants shall be{UgltqirybqjlJ,tgm th,e !C,c!! qf,tttpp4gslB of _fvj!t!4 !trguly _
easementbetweentwo(2)andfivefeet(5')fromtheedgeoftherightofwayofanuncurbedroad. Inall
cases, hydrants shall have a five foot (5') elliptical radius ofunobsfucted clearance to adjust obstacles.

G. Fire Hydrant Spacing And Location:
J, _l!ry-b.ydranj Cp4giqC 4qd lgc4lion Clull bp qC 4el!4pd U,thg I4t9rn_41ro-q4 lire 9q49*l4clud!qc *-:,-

appendixes.

GUARANTEE OF IMPROVEMENTS
SECTION
11-7-1: Method Of Guarantee:
Required subdivision improvements may be guaranteed in the following manner:

D. Release OfGuarantee: Once all improvements are approved by the oounty public works director, an guarantee
filed with the county therefore, shall be released within five (5) days from the date of approval. In any event the
subdivider shall provide the county public works director with a letter ofguarantee stating that all subdivision
improvements will be maintained in a good state of repair and free from defective material or workmanship which
becomes evident forp4g!) ye_4gfrom !!9 ryqu9q1fo1fin€l-tqsppp_tjpq, q{t4fu!!! s}pply_lbq !qq4 as tp_qUgCd-!t
subsection G ofthis section.
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